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Professional Thermocouple Thermometer 

د�ـ���ج �����  4 ک��ـ��� 

���اه �� د����ج ��ـ�ر� 

Model: DT- 8891 E

������ ا��ازه ���� : 

���وده ا��ازه ���� :  

  - 200 ~ 1370 OC   : )K اه �� ��اب ��ی����( �����

- 30 ~ 550 OC ��� ����� / ���ر� : 

د�� ا��ازه ���� : 

 ± 1.5 OC   : )TK( �����

  ± 1.0 OC ��� ����� / ���ر� : 

دی�� ������ ��:

��ی� �����ن 4 ����ل د��

T4 -T3 , T2 - T1 ��� ی� ا���ف د�� ��� ����ل���

��اغ �� ز���� ���ی���

����� ������ / ����ی�� / ����� / �������/ Hold ���دی�

����� دا��� ��� 18000 ��� ���دی� ا��ازه ���� ��ه

USB inter�ace �������� �� اه �� ��� ���- ��م ا��ار و ���� ا���ل���

Features

User Selectable ºC, ºF or K 

0.1 ºC/0.1 ºF/0.1K resolution. 

Type K   �our inputs 

IR temperature input 

Max/Min/Avg Hold and Data Hold

Diff erential Temperature 

Scan Function)T1,T2,T3,T-T2...... (

LCD display with backlight  

Wide variety o� interchangeable 

Thermocouple Probes 

Auto Power Off 

USB inter�ace

Data logging �unction

Specification

Range Basic Accuracy 8891E

Type K - 200ºC to 1372ºC 
)- 328ºF to 2501ºF(

T1,T2,
T3,T4

Above- 100ºC )- 148ºF(  ±[%0.15rdg1+ºC)1.8ºF(]

Blow - 100ºC )- 148ºF( ±[%0.5rdg2+ºC)3.6ºF(]

IR temperature - 30ºC to 550ºC
)- 22ºF to1022ºF(

IRAbove10-ºC)14ºF( ±[%2.0rdg2+ºC)3.6ºF(]

Blow 10-ºC)14ºF( ± 5ºC) 9.0ºF(

Type K- Type K 
temperature 

±[%0.5rdg1+ºC)1.8ºF(] T-1T2
T-3T4

Type K-IR 
temperature

IR temperature
Above- 10ºC)14ºF(

±[%2.0rdg3+ºC)3.6ºF(] T-1IR
T-2IR

IR temperature
Blow - 10ºC)14ºF(

± 6ºC) 9.0ºF(

IR-Type K
temperature 

IR temperature 
Above- 10ºC)14ºF( ±[%2.0rdg3+ºC)3.6ºF(]

IR-T3
IR-T4

IR temperature
Blow- 10ºC)14ºF(

± 6ºC) 9.0ºF(

Size(HxWxD):  203 mm x 75 mm x 50 mm
Weight:  280 g

Accessories:
 9V battery, Type K temp probe, IR temp 
probe)8891/8891B/8891C/8891D/88 
91E(, USB cable)8891C/8891D/8891E(, 
so�tware)8891C/8891D/8891E(, Carrying 
case and Gi�t box.

EMC
EN : 61326


